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Head Office
Via Bosco, 13 • 30030 Rivale di Pianiga
Venezia, Italy
Tel. +39 041 469484 - +39 041 469766

Operational Plant
Via Rivale, 10/A • 30036 Santa Maria di Sala 
Venezia, Italy

STANDARD Colors

e-mail: info@lanuovaera.com  -  www.lanuovaera.com

GA Eredi Sas

COFFEE MACHINES

• Boiler 14 lt (2 grp) - 21 lt (3 grp)
• Heating element 4500W (2 grp) - 6000W (3 grp)
• Single-phase 230V or three-phase 400V
• Incorporated rotary motor pump
• N. 2 steam wands
• N. 1 side hot water tap
• N. 1 central dosed hot water tap
• Functional display
• Metal upper edge
• Ergonomic handles
• Manual water loading button
• 6-function pushbutton panels
   (4 coffee doses, 1 semi-automatic, 1 hot water)
• On/Off auxiliary button
   near each pushbutton panel
• LED lighting
• Visible boiler water level
• One-way valve
• Automatic boiler refill
• Electronic water level control
• Adjustable feet

2 GROUP (70 Kg weight)
width 800 / depth 550 / height 525 mm

3 GROUP (80 Kg weight)
width 1100 / depth 550 / height 525 mm

Also available in tall group
version upon request


